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Technical Data

Ravello Terra

 Construction
 Composition
 Backing
 Stitches/m²
 Pile height
 Total height
 Pile weight
 Total weight
 Roll width
 Family

 Tufted loop pile 5/32"

 100% Wool

 Synthetic jute

 ± 90.000

 ± 3,8 mm

 ± 7,5 mm

 ± 1000 g/m²

 ± 2150 g/m²

 400 / 500 cm

 Tufting 21

 Tufted cut pile 1/8"

 90% Wool 10% Polyester

 Synthetic jute

 ± 157.500

 ± 8,3 mm

 ± 11 mm

 ± 1700 g/m²

 ± 2600 g/m²

 400 / 500 cm

 Tufting 2

Monterosso

 Tufted cut pile 1/8"

 90% Wool 10% Polyester

 Synthetic jute

 ± 126.000

 ± 6,3 mm

 ± 9 mm

 ± 1250 g/m²

 ± 2200 g/m²

 400 / 500 cm

 Tufting 2

 Colour fastness to light  ≥ 5 (4 pastel shade) ≥ 5 (4 pastel shade) ≥ 5 (4 pastel shade)

 Insulation impact noise ⌂Lw 34 db ⌂Lw 32 db ⌂Lw 25 db

 Acoustical absorption αw 0,26 0,23 0,15

 Thermal resistance m ≤ 0,17 Thermal resistance m ≤ 0,17 ≤ 0,17

 Body voltage walking test kV ≤ 2 Body voltage walking test kV ≤ 2 ≤ 2

Characteristics
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